
Libby Dam and Lake Koocanusa Statistics

General

Drainage Area 8,985 sq mi (23,271 sq km) 

LAKE KOOCANUSA

Length 90 mi (145 km) 
Maximum depth 370 ft (113 m) 
Area 46,500 acres (188 sq m) 
Gross storage 5,809,000 acft* (7.17 cu km) 
Usable storage 4,934,000 acft* (6.09 cu km) 
Normal fullpool elevation 2,459 ft (749 m) above sea level 
Minimum regulated pool elevation 2,287 ft (697 m) 

LIBBY DAM

 Location River mile 219 (352.4 km) Length of dam crest 3,055 ft
(931 m) Width at crest 54 ft (16.5 m) Width at base (maximum)
310 ft (94.5 m) Height, maximum section (bedrock to crest) 422
ft (128 m) Height above stream bed 370 ft (113 m) 

OUTLET STRUCTURES

 Number of spillways 2 Spillway capacity (at full pool) 150,000cfs
(4,250 cms) Length of spillway section 192 ft (58.5 m) Spillway
tainter gates** 48 X 59 ft (263 sq m) Number of sluices 3 Size of
sluices 10 ft wide X 17 ft high (14.6 m x 18 m) Sluice capacity
maximum 600,000 cfs (17,000 cms) 
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POWERHOUSE

 5 Francis turbines Generating Capacity: 120,000 kW each Unit
Present plant capacity 600,000 kW Maximum plant capacity
960,000 kW * An acrefoot of water covers 1 acre to a depth of 1
foot and is equivalent to 325,804 gallons ** A curved barrier
which pivots on a horizontal axis in order to regulate spillway
releases 

Return to Virtual Tour page Return to Libby Dam HOME Page 
 
 

Point of Contact: Franklin
Fifield

Phone: 406-293-7751
x208

Email:
FRANKLIN.G.FIFIELD@USACE.ARMY.MIL
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http://www.nws.usace.army.mil/PublicMenu/Menu.cfm?sitename=libby&pagename=Tour_the_Dam
http://www.nws.usace.army.mil/PublicMenu/Menu.cfm?sitename=libby&pagename=libbymain

